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Innovative seamless lighting 
systems in led and fluorescent

inox
lighting
innovators



led bar 1400 lm/m

seamless // 240V // plug’n’play // 580mm, 880mm & 1180mm lengths

28mm

26mm

Flat diffuser

actual size

40mm

26mm

Round diffuser

actual size
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See technical data on pages 14-15 for full details…

	�S eamless illumination

	� Built-in power supply (plug’n’play)

	� 70 lumens per watt

	� 2700k, 3000k, 4000k, 6000k

	� Choice of diffusers: rounded opal, flat opal or 
flat clear

	� 15° / 40° angle bracket option

	� Dimmable by leading/trailing edge, analogue, 
DALI or DMX 

	�L engths of modules to match fluorescent lamps

	�R ange of connectors  



Standard T5 batten

SlimLink/DimSlimLink

DARK ZONES

slimlink // dimslimlink 2100-3800 lm/m

seamless fluorescent // T5 high output linear fixtures // no dark zones

	�S eamless illumination

	� Built-in power supply (plug’n’play)

	�H igh efficiency & high output options available 

	� Choice of eight lengths   

	� 2200k, 2700k, 3000k, 4000k, 6500k, 8000k, 
red, blue & green

	� Dimmable by leading/trailing edge, analogue, 
DALI or DMX 

	�R ange of connectors  

45mm

26.6mm

actual size
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See technical data on pages 14-15 for full details…



Milky round diffuser Clear flat diffuserMilky flat diffuser

led // dimslimlink 1400 lm/m

seamless // dimmable // replaceable lamp // 240V // 580mm, 880mm & 1180mm lengths

06 07

See technical data on pages 14-15 for full details…

Feed cable Connecting cable: 150mm (6in), 
300mm (1ft), 600mm (2ft), 
1200mm (4ft), 1800mm (6ft)

Direct connector

	�S eamless illumination

	� Built-in power supply (plug’n’play)

	�R eplaceable LED lamp

	� 70 lumens/watt

	� 2700k, 3000k, 4000k, 6000k

	� Choice of diffusers: rounded opal, flat 
opal or flat clear

	� Dimmable by leading/trailing edge, 
analogue, DALI or DMX 

	�L engths of modules to match 
fluorescent lamps

	�R ange of connectors  



led // diva 2 led // diva 2 ho1000 lm/m

Miniature seamless led // 95mm, 188mm, 280mm, 560mm, 840mm & 1118mm LENGTHS high output seamless led // 140mm, 280mm, 560mm, 840mm & 1118mm LENGTHS
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1600 lm/m

See technical data on pages 14-15 for full details…See technical data on pages 14-15 for full details…

	�S eamless illumination

	� 24v DC ‘plug’n’play’

	� 75 lumens/watt

	� 2700k, 3000k, 4000k, 6000k

	�R ange of connectors

	� Dimming on 1-10v & DALI

	�T wo level switching

	� 5 lengths available

	�R ound or square diffusers

	� 15° / 40° angle bracket option

	�V arious fixing methods

	�S eamless illumination

	� 24v DC ‘plug’n’play’

	� 75 lumens/watt

	� 2700k, 3000k, 4000k, 6000k

	�R ange of connectors

	� Dimming on 1-10v & DALI

	� 6 lengths available

	�R ound or square diffusers

	� 15° / 40° angle bracket option

	� Double density option, provides more consistent 
linear illumination when close to surfaces

	�RA  94 option 

	�V arious fixing methods



LED // diva 2 dual 1600 lm/m

COLOUR TONING led // 140mm, 280mm, 560mm, 840mm & 1118mm LENGTHS

6000k 2700k

	�S eamless illumination

	� Built-in power supply (plug’n’play)

	� 75 lumens/watt

	� Colour temperature variable 
between 2700K and 6000K

	�R ange of connectors

	� Dimming on 1-10v & DALI

	� 5 lengths available

	�R ound or square diffuser options

	� RGB colour change version  
now available
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See technical data on pages 14-15 for full details…

Monorail is a unique concept in 

linear cove, furniture and display 

lighting. The system consists of a 

flexible conductive rail  into which 

lighting modules may be clipped to 

form linear lighting arrays.

Luminaires may be fitted end to end 

for seamless illumination .

Or spaced along the rail to maximise 

run length .

As power is carried through the 

luminaires, they can be used to join 

sections of rail , including 90° 

corners .

The rail can also be used as a 

power distribution system to feed 

compatible 24V luminaires .

Just added to the range is a flexible 

miniature projector module for 

display lighting - Monorail Spot .

MONORAIL modules measure just 

15.3mm x 12.3mm and are available 

in three lengths and five colour 

temperature choices. Efficiency is 75 

Lm/W, rated life 40,000 hours and 

RA>85.

Monorail Spot has four colour 

temperature choices, 65 Lm/W, rated 

life 40,000 hours and RA>85.

MONORAIL
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SPEEDY INSTALLATION & MAXIMUM FLEXIBILITY IN LINEAR LIGHTING



See technical data on pages 14-15 for full details…

	�V ersatile display luminare

	�S eamless illumination

	� Built-in power supply (plug’n’play)

	� 75 lumens/watt

	� 2700k, 3000k, 4000k, 6000k

	� Fixed version is dimmable by leading/
trailing edge, analogue, DALI or DMX 

	�R ange of connectors  

	� Fixed or adjustable optic

	�A djustable shelf fixing bracket

tunelight fixed/adjustable
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slim & simple - perfect for cabinet displays // 526mm, 690mm, 836mm, 1145mm & 1455mm LENGTHS

1000 lm/m

	� Compact downlight

	 24v DC �‘Plug’n’play’

	� 75 lumens/watt

	� 4.3 watts

	� 2700k, 3000k, 4000k, 6000k

	�A vailable in white, black, silver or gold

	� Dimming on 1-10v & DALI

	�I nterference or spring fixing

	�V arious optics

	� Orientable version now available

See technical data on pages 14-15 for full details…

LED // diva 2 SPOT 331 lm

high output led CABINET LIGHT
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Product Technology Cat no Operating power Lamp W System W System W/M Rated life** Lamp lm*** Lm/Cw Lm/M***** Lamp colour RA Dimming 
systems

IP Insulation 
class

Dimensions**** Max 
connection 
(non-
dimming)

Max connection (dimming)

Length Width Depth with 
standard 
diffuser

Depth with 
optional 
diffuser

Slimlink T5 seamless 
fluorescent

SLL8AB23NN

220-240V AC

8 11.5 33

20,000

430 37.4 1,300

2200, 2700, 3000, 4000,  
6500, 8000, red, blue, green >82 — 20 2

352

34 44.3 49.5 600W —

SLL14AB23NN 14 16 27 1200 75.0 2,100 582

SLL21AB23NN 21 23 26 1900 82.6 2,200 882

SLL28AB23NN 28 31 26 2600 83.9 2,200 1182

SLL35AB23NN 35 37 26 3300 89.2 2,400 1402

SLL24AB23NN 24 28 48 1750 62.5 3,100 582

SLL39AB23NN 39 40 45 3100 77.5 3,600 882

SLL54AB23NN 54 56 47 4450 79.5 3,800 1182

Dimslimlink T5 seamless 
fluorescent

DSLL14AB23NN

220-240V AC

14 17.5 30

20,000

1200 68.6 2,100

2200, 2700, 3000, 4000,  
6500, 8000, red, blue, green >82 Phase, 1-10V, 

DALI, DMX 20 2

582

34 44.3 49.5 600W 10 pcs or 600W

DSLL21AB23NN 21 25 28 1900 76.0 2,200 882

DSLL28AB23NN 28 32.5 27 2600 80.0 2,200 1182

DSLL35AB23NN 35 38.5 27 3300 85.7 2,400 1402

DSLL24AB23NN 24 27 46 1750 64.8 3,100 582

DSLL39AB23NN 39 43 49 3100 72.1 3,600 882

DSLL54AB23NN 54 60 51 4450 74.2 3,800 1182

LED Slimlink LED

LSLL10AB23NN/T

220-240V AC

10 10 17

40,000

700

80

1,400

2700, 3000, 4000, 6000 >80 Phase, 1-10V, 
DALI, DMX 20 2

582.5

33 50.2 37.5 600W 20 pcsLSLL15AB23NN/T 15 15 17 1,050 1,400 882.5

LSLL20AB23NN/T 20 20 17 1,400 1,400 1182.5

LED Bar LED

LDB10A*B23RM/T

220-240V AC

10 10 17

40,000

700

80

1,400

2700, 3000, 4000, 6000 >80 Phase, 1-10V, 
DALI, DMX 20 2

582.5

26 40.6 28 600W 20 pcsLDB15A*B23RM/T 15 15 17 1,050 1,400 882.5

LDB20A*B23RM/T 20 20 17 1,400 1,400 1182.5

LED Diva 2 LED

NDV1A*B24M

24V DC

1.2 1.2 13

40,000

90

75 1,000 2700, 3000, 4000, 6000 >80 1-10V 20 3

95

10.6 9 18.9 55W 55W (48W on FLD-V10 translator,  
100W on FDC-L10 translator)

NDV3A*B24M 2.4 2.4 13 180 188

NDV3A*B24M/S 2.4 2.4 13 180 188

NDV4A*B24M 3.5 3.5 13 262.5 280

NDV7A*B24M 7 7 13 525 560

NDV11A*B24M 10.5 10.5 13 787.5 840

NDV15A*B24M 14 14 13 1050 1118

LED Diva 2 HO LED

HDV3A*B24M

24V DC

2.9 2.9 21

40,000

217.5

75 1,600 2400, 2700, 3000, 4000, 6000 >80 1-10V 20 3

140

15 12.5 21 75W 75W (48W on FLD-V10 translator,  
100W on FDC-L10 translator)

HDV3A*B24M/S 2.9 2.9 21 217.5 140

HDV6A*B24M 5.8 5.8 21 435 280

HDV12A*B24M 11.6 11.6 21 870 560

HDV18A*B24M 17.4 17.4 21 1305 840

HDV24A*B24M 23.2 23.2 21 1740 1118

LED Diva 2 Dual LED

DDV3AWCB24M

24V DC

2.9 2.9 21

40,000

217.5

75 1,600 Adjustable, 2700K - 6000K >80 1-10V 20 3

140

15 12.5 21 75W 75W (48W on FLD-V10 translator,  
100W on FDC-L10 translator)

DDV3AWCB24M/S 2.9 2.9 21 217.5 140

DDV6AWCB24M 5.8 5.8 21 435 280

DDV12AWCB24M 11.6 11.6 21 870 560

DDV18AWCB24M 17.4 17.4 21 1305 840

DDV24AWCB24M 23.2 23.2 21 1740 1118

Tunelight Fixed LED

TUN7A*B23/T

220-240V AC

7 7 13

40,000

525

75 1000 2700, 3000, 4000, 6000 >80 Phase, 1-10V, 
DALI, DMX20 20 2

526

52 18 — 600W 30pcsTUN11A*B23/T 11 11 13 825 836

TUN15A*B23/T 15 15 13 1125 1145

Tunelight 
Adjustable LED

TUN7A*B10/T

220-240V AC

7 7 13

40,000

525

75 1000 2700, 3000, 4000, 6000 >80 — 20 2

526

52 18 — 600W —

TUN9A*B10/T 9 9 13 675 690

TUN11A*B10/T 11 11 13 825 836

TUN15A*B10/T 15 15 13 1125 1145

TUN18A*B10/T 18 18 12 1350 1455

LED Diva LED

DV4A*B24C/T

24V DC

3.5 3.5 11

40,000

262.5

75 900 2700, 3000, 4000, 6000 >80 1-10V 20 3

310

17.7 20 — 55W 55W (48W on FLD-V10 translator)DV7A*B24C/T 7 7 11 525 610

DV11A*B24C/T 10.5 10.5 12 787.5 910

Diva 2 Spot	 LED DVS4A*3B24** 24V DC 4.3 4.3 — 40,000 331 75 — 2700, 3000, 4000, 6000 >80 1-10V 20 3 D =76.2 H=16.1 Cut-out 
68mm — 7pcs 7pcs

*Replace with one or two-digit lamp colour code (e.g. 27 for 2700K, 4 for 4000K).	  
**Replace with one digit body colour code: S Silver, W White, B Black, G Gold.		   
***Rated life for LED products is L70 life; for fluorescent lamps average life (50% survival).	  
****Lumen output is for fluorescent lamps <6500K and for LED products 4000K. Consult datasheets for other colours. 
*****Only key dimensions are shown - consult datasheets for full dimensional information. 
******To nearest 100
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Our Portfolio
Inox products are specified by leading 
lighting designers, interior designers, 
architects, services engineers and 
contractors. Projects we are proud to 
have been involved in include:

103 Cannon Street, London

Aspinal’s Bluewater & Covent Garden

Benihana, Bratislava

Bluewater Events Venue

Brockton Capital, Wardour Street

Caviar House, Gatwick Airport

Clapham Methodist Church

Denning House, Chancery Lane

Doubletree Hilton Hotel, Cambridge

DVB Bank, Finsbury Circus

Emirates Lounge, Gatwick Airport

Friar’s Square, Aylesbury

Harry’s Bar, London

Hlboka Spa, Bucharest

Hollywood Bowl, Norwich

Intercontinental Hotel, London

Jamatkhana Mosque, Stanmore

Juicy Couture Store, Regent Street

K J West One Hi Fi Store, London

Manchester Airport Lounge

Mercure Hotel, Manchester

Network Rail HQ, Milton Keynes

Oratory School

Oxfam Boutique, Chelsea

PWC More London

Royal Bank of Canada

Royal Yacht Hotel, St Helier

Sands Boutique Hotel, Margate

Selfridges

Somerset House

St Anselm’s School

Story of JCB Exhibition

Tameside Hospital

Telephone House, London

The Engine Shed, Bristol

The Whitechapel Hotel

The Willis Building

T K Maxx, Hull

Dimming Translators for 230V Systems

Ref Description Input signal Input power Output load (max) Channels Dimensions

DA02V10SE 0-10V/1-10V to PWM translator 0-10V, 1-10V 220-240V 50/60HZ 10 luminaires per channel,  
max 400W per channel

2 140 x 59 x 33

DA02DALI DALI to PWM translator DALI 220-240V 50/60HZ 2A 10 luminaires per channel,  
max 300W per channel

FDA-P1H Phase to PWM translator From mains 
dimmer 220-240V 50/60HZ 2A 10 luminaires per channel,  

max 400W per channel 1

200 x 50 x 35

FDA-P2M DMX to PWM translator DMX 220-240V 50/60HZ 3A 10 luminaires per channel,  
max 300W per channel 2

DTOPWM02 DALI/DSI/DMX to PWM 
translator, DIN rail mounted DALI, DSI, DMX 198-264V 50/60HZ 20A 50 luminaires/10A/1750W per 

channel, 3500W total 4 209 x 86 x 66

EA-02 PWM signal booster, works with 
all PWM devices Depleted PWM 90-240V 50/60HZ 10 luminaires per channel,  

max 800W 2 115 x 23 x 45

Dimming Translators for 12-24V DC Systems

Ref Description Input signal Input power Output load (max) Channels Dimensions

FLD-V10 0-10V/1-10V to PWM translator 0-10V, 1-10V 12-24V DC 2A (24W @ 12V, 48W @ 24V)

1

78 x 40 x 16

NDVDIM  
(For LED Diva 2 only)

Inline dimmer Touch button

24V DC

Max 55W 68 x 11 x 11

HDVDIM  
(For LED Diva 2 HO only)

Max 75W 68 x 15 x 13

DDVDIM  
(For LED Diva 2 Dual only)

Inline dimmer/colour 
temperature controller

Touch button  
(2) 2

Power Supplies for 24V DC Systems

Ref Description Input power Ouput power Output Connection Dimensions

FLC15-24V/T

24V DC power supply 220-240V AC

15W 24V DC

1.8M power cord  
& 6-way connector

121 x 45 x 16

FLC30-24V/T 30W 24V DC 150 x 41 x 31

FLC75-24V/T 75W 24V DC 180 x 60 x 32

INOX Technical Lighting Ltd. 
Unit 22, Brookside Centre, Sumpters Way, Temple Farm Industrial Estate, Southend-on-Sea SS2 5RR 
t: +44(0)1702 468165  f: +44(0)845 280 1651  e: sales@inox.co.uk  w: inox.co.uk
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